SPIERINGS

KRANEN

Mark: SPIERINGS SK488-AT4

Type:

Crane identification

Serial number: Crane group 3 as per NEN 2018 Identifacation- Max. load Max. radius Max. capacity | Max. jib lenght
Loadspectrum : 2 as per NEN 2018 number with max. load
Classification A as per NEN 2018
Year of construction: Stability as per NEN 2022 93 tm 8,0 tonne 12,76 m 102 tm 40m
Speeds LIFTING CHART Outrigger spread 6,90 m x 6,70 m
Jib horizontal / jib 30° luffed
mimin | kg Jib horizontal Hookheight 25 m (height under jib 26,8 m) radics (m)
18 8000 3,5 12,76 15 20 25 30 35 0
H 27| 4000 777/ 7/ W7/ W77/ W7/ W7/
40 2000 7825 6610 5710 5015 4465 4020 3650 3335 3070 2840 2640 2460 2305 2165 load (kg)
75 0 8000 8000 7170 6130 5340 4725 4230 3825 3485 3200 2950 2735 2550 2380 2235 2100
_o—
g 0 - 70 m/min . o
-~ Jib 30° luffed
‘ 30,6 32,7 35,6 38,5 414 44,2 hookheight (m)
0-0,9 rpm
> P 35 11,26 15 20 25 30 34,8 radius (m)
All motions with hydraulic proportinal controls ! %‘ %‘ 4 %‘ 4 %‘ A‘ %‘ %‘ 4 %‘ %‘
Luffing the jib 30° can be controlled from 8000 6735 5680 4905 4305 3825 3440 3120 2850 2615 2415 2245 2100 load (kg)
crane cab or via remote control 8000 7415 6165 5365 4585 4050 3625 3270 2975 2730 2515 2330 2165
Driving with erected tower and jib, only
with the jib horizontal and positioned over the =
front carriage, platform locked to the carrier and LI FTI NG CHART Outrlgger spread 6,90 m X 5, 1 5 m
the outriggers fully extended (max. inclination 2°)
Rated lifti ity is net it H .
ated m_g Capac_' v 1S net capac y Jib horizontal haakhoogte 25 m (hoogte onder de giek 26,8m)
Crane equipped with full counterweight: 9300 kg radius (m)
360° continuous slewing, 3,5 9,310 15 20 25 30 35 0
with outriggers out and down V V V V V V V V V V V V V V V V
2 Outriggers positons: g,gg x g,:g m 8000 | 6495 | 5295 | 4460 | 3840 | 3360 | 2980 | 2675 | 2420 | 2205 | 2020 | 1860 | 1720 | 1600 | 1490 | 1395 | Load (kg)
X m
i ’ . ’ 8000 7305 5835 4845 4125 3585 3160 2820 2540 2305 2110 1935 1790 1660 1545 1440 1350
Operation allowed up to a windforce of 7
on the Beaufortscale. (wind speed 17 m/sec.) . o
Sgil area of the load max. 1,0 m2/ tonne ata Jlb 30 IUffed
windforce of 7 on the Beaufortscale. 28,8 298 32,7 35,6 38,5 41,4 44,2 hookheight (m)
Operating temperature range from -15° to 40° C. .
In all cases 2 parts of line 3,5 8,26 10 15 20 25 0 34,8 radius (m)
Max. line pull force 4000 kg A 4 %‘ %‘ %‘ A‘ A‘ A A‘ %‘ %‘ %‘ A‘
The crane should be folded in at a windforce >9 7175 | 5580 4545 | 3820 3285 | 2870 | 2540 | 2275 | 2050 1865 1705 | 1570 1450 | 1350 oad
(21m/sec) or when not in use for a longer period 8000 8000 6285 5015 4155 3535 3065 2695 2400 2160 1955 1785 1635 1505 1395 oad (m)
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12000 kg 120T0 kg 12000 kg 120?0 kg

2640 ‘ 2140 2035 ‘ 2710 1440

10965 2560

Total weight: 4800 kg
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SPIERINGS HYDRAULIC FOLDING CRANE
SK 488 - AT4

SPIERINGS
KRANEN bv
Merwedestraat 15
5347 KZ Oss NL
Tel. 0412-626964
Fax 0412-645299
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Max. outrigger loading: 350 kN
Outrigger foot: 750x600 mm
Pressure under foot: 0.8 N/mm? o SPIERINGS
Jib can be unfolded trough 360° 2= HYDRAULIC FOLDING CRANE
Luffing the jib 30° can be controlled from de crane cab % —
40 SK 488 - AT4
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